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Description
D

Material
Mass

(g/pcs)

Part No.

T Nut-8-M4

T -8-M4
M4

nickel plated steel
4 2.21.08.M4

T Nut-8-M5

T -8-M5
M5

nickel plated steel
4 2.21.08.M5

T Nut-8-M6

T -8-M6
M6

nickel plated steel
3 2.21.08.M6

Description
D

Material
Mass

(g/pcs)

Part No.

T Nut-10-M4

T -10-M4
M4

nickel plated steel
8 2.21.10.M4

T Nut-10-M5

T -10-M5
M5

nickel plated steel
8 2.21.10.M5

T Nut-10-M6

T -10-M6
M6

nickel plated steel
7 2.21.10.M6

T Nut-10-M8

T -10-M8
M8

nickel plated steel
6 2.21.10.M8
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Description
D

Material
Mass

(g/pcs)

Part No.

T Nut-6-M4

T -6-M4
M4

nickel plated steel
2 2.21.06.M4

T Nut-6-M5

T -6-M5
M5

nickel plated steel
2 2.21.06.M5

T

T T

Fastening Elements

T Nut can be inserted directly at the assembly point, which makes the assembly very efficiency, however the connecting strength 

and stability is not as good as pre-set nut. 
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Tubular Framing System

Material: nickel plated steel


