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Part No.

PG30

90mm
8.2
2.2

80-30-90 (pcs/ ) 7 82 30 247 3.31.80.30.90

80-30-90 (set/ ) 7 82 30 6xV 308 3.31.80.30.90.ST

80-30-90 (M5/ ) 7 82 30 M5 247 3.31.80.30.90.M5

80-30-90 (M5 set/  ) 7 82 30 6xV+1xP M5 310 3.31.80.30.90.M5.ST

PG40

120mm
10.2
4.0

80-40-120 (pcs/ ) 9 110 40 329 3.31.80.40.120

80-40-120 (set/ ) 9 110 40 6x� 459 3.31.80.40.120.ST

80-40-120 (M5/ ) 9 110 40 M5 329 3.31.80.40.120.M5

80-40-120 (M5 set/  ) 9 110 40 6x�+1xP M5 461 3.31.80.40.120.M5.ST
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Modular
Assembly Technology
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Machining CodeM5

M5x10

M5x10 Bolt

zinc plated 

M5 Washer

zinc plated 

Fastening SetP
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Material: aluminium , anodized (cutting end not anodized)

Connecting Elements

Modular Assembly System Modular Conveyor System Stair and Platform System Machine Guard System www.moduasm.com
All Rights Reserved

Tubular Framing System

80x80x9-45° 

M8x20 Bolt

zinc plated

M8 Washer

zinc plated

M8 T Nut

nickel plated

Fastening Set�

M6x16 Bolt

zinc plated

M6 Washer

zinc plated

M6 T Nut

nickel plated

Fastening SetV


