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PG30

120mm
8.2
2.2

80-30-120 (pcs/ ) 7 112 30 337 3.31.80.30.120

80-30-120 (set/ ) 7 112 30 8xV 417 3.31.80.30.120.ST

80-30-120 (M5/ ) 7 112 30 M5 337 3.31.80.30.120.M5

80-30-120 (M5 set/  ) 7 112 30 8xV+1xP M5 419 3.31.80.30.120.M5.ST

PG40

160mm
10.2
4.0

80-40-160 (pcs/ ) 9 150 40 449 3.31.80.40.160

80-40-160 (set/ ) 9 150 40 8xD 621 3.31.80.40.160.ST

80-40-160 (M5/ ) 9 150 40 M5 449 3.31.80.40.160.M5

80-40-160 (M5 set/  ) 9 150 40 8xD+1xP M5 623 3.31.80.40.160.M5.ST

PG45

180mm
10.2
6.0

80-45-180 (pcs/ ) 9 170 45 510 3.31.80.45.180

80-45-180 (set/ ) 9 170 45 8xD 682 3.31.80.45.180.ST

80-45-180 (M5/ ) 9 170 45 M5 510 3.31.80.45.180.M5

80-45-180 (M5 set/  ) 9 170 45 8xD+1xP M5 684 3.31.80.45.180.M5.ST
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Assembly Technology
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Machining CodeM5

M5x10

M5x10 Bolt

zinc plated 

M5 Washer

zinc plated 

Fastening SetP
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Material: aluminium , anodized (cutting end not anodized)

Connecting Elements
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Tubular Framing System

80x80x9-45° 

M8x20 Bolt

zinc plated

M8 Washer

zinc plated

M8 T Nut

nickel plated

Fastening SetD

M6x16 Bolt

zinc plated

M6 Washer

zinc plated

M6 T Nut

nickel plated

Fastening SetV


